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Mineral wool insulation roundel

Diameter 70 mm, height 20 mm

Item no. 15322
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Designation
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Product area

Product category

Application Areas

Underground

Treatment

Tool

Overplastering Ability
Storage

Annotation

Customs tariff number

Opened label

Item number
120384

Mineral wool insulation roundel Diameter 70 mm, height 20 mm

The PROTEKTOR mineral wool washer, grey, @ 70 mm with a thickness of 20 mm, ensures
professional installation of insulation dowels in recessed installation situations and
prevents dowel marks on facade insulation.

Thermal insulation
Assembly elements
20 mm

The insulation washers are used in composite thermal insulation systems (ETICS) to cover
dowel heads, especially when mechanically fastening insulation boards. They prevent
thermal bridges and contribute to the continuous insulating effect of the facade.

Mineral wool insulation washers are used on insulation boards made of mineral wool or
similar materials. The surface must be stable, flat and free of dust so that the recessed
washer lies flat and adheres permanently.

When inserting the insulation dowels, a circular recess is drilled, punched or created by the
dowel around the dowel. The EPS washer is inserted so that it fits snugly and is flush with
the surface.

MiWo steel milling cutter 15324
Setting tool 15325

Long-term stability even with humidity and temperature fluctuations.
Store cardboard in a dry place.

Long-term stability even with humidity and temperature fluctuations.
68061000

Purchase only possible as full packaging units.

Material Packaging unit
mineral wool 100 PCE / 99 BAG

This product data sheet corresponds to the current state of development of our products and loses its validity upon publication of a new
edition. Make sure you are using the latest edition of this information. Warranty and liability are based on delivery according to our general.
Terms and conditions. Please observe the application assembly and storage guidelines.

All statements without guarantee. Reserve technical changes. Product illustrations may differ from the delivery product. Tender
specifications, installation instructions and performance declarations (if required by law) can be found on our homepage. Please respect

the environment for a proper disposal!
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