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Designation Edge stop profile 100 x 120 mm, Aluminium

Description The PROTEKTOR aluminium edge profile is water-permeable and suitable for edge 
surrounds, material boundaries and loosely laid balcony and terrace slabs with a 
construction height of 100 mm. The edge profile must be fixed in place at intervals using a 
suitable adhesive. A suitable load-bearing substrate and structure must be provided as a 
base for the balcony and terrace slabs. Suitable gravel/gravel mix must be compacted in 
accordance with best practice. The profile must not be subjected to stress from loads and 
movement of the balcony and terrace slabs.

Product area Roof drainage | Concrete / screed

Product category Gravel stop bar

Material thickness 1 mm

Product width 120 mm

Product height in mm 100 mm

Angular Position 90°

Reaction to fire (R2F) A1

Customs tariff number 76042990

Opened label Purchase only possible as full packaging units.

Item number Length (cm) Material Packaging unit 

103846 250 Aluminum natural 6 PCS / 20 BUN

This product data sheet corresponds to the current state of development of our products and loses its validity upon publication of a new 
edition. Make sure you are using the latest edition of this information. Warranty and liability are based on delivery according to our general. 
Terms and conditions. Please observe the application assembly and storage guidelines.

All statements without guarantee. Reserve technical changes. Product illustrations may differ from the delivery product. Tender 
specifications, installation instructions and performance declarations (if required by law) can be found on our homepage. Please respect 
the environment for a proper disposal!
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